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/— FOR COVER 12" OR GREATER,

USE SLURRY CEMENT BACKFILL PER
CURRENT CALTRANS STANDARD
SPECIFICATIONS SEC. 19-3.062

(2 SACK MIX) OR COMPACTABLE CONCRETE.

& TyP FOR COVER LESS THAN 12”7, USE
: P B AT e, CONCRETE BACKFILL PER CURRENT
AR . P CALTRANS STANDARD
? SPECIFICATIONS SEC. 90 (4 SACK
MIX).

—= 12" TYP. |==—

NOTES:

1. PROVIDE MINIMUM COVER SUCH THAT FULL DESIGN A.C. LAYER PROVIDED AND AT LEAST 0.20 FT. OF A.B. TO ALLOW FOR
GROUNDWATER FLOW OVER PIPE (i.e. TO PREVENT HYDROSTATIC PRESSURE BUILD—UP UNDER PAVEMENT).

2. IF CONCRETE BONDING TO PIPE IS A CONCERN, WRAP ENTIRE PIPE WITH MINIMUM 10 MIL PLASTIC TO PREVENT BONDING.

3. CONCRETE ENCASEMENT SHALL NOT BE ALLOWED WITHIN 5" OF A FLEX JOINT IN A SEWER PIPELINE.




